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TECHNICAL DATA SHEET

AA59588 Class 2 Sheeting Grade Silicone Rubber

Grade: ASil 60

Temperature Range: -60(C to 200(C

MECHANICAL PROPERTIES

	
	
	ASil 60
	

	Property


	Units
	Specification Limits
	Typical Value
	Test 

Method

	Hardness


	Shore A
	60 (5
	56
	ASTM D 2240

	Tensile Strength


	MPa


	4.48 min
	8.88
	ASTM D 412

	Elongation to Failure
	%
	2A – 150 min

2B – 100 min


	429
	ASTM D 412

	1/Compression Set
	%
	2A – 35 max

2B – 25 max


	18.1
	ASTM D 395

	2/Hardness Change
	Shore A


	(10
	+5
	ASTM D 2240

	2/Tensile Strength Change


	%
	-20 max
	-9.6
	ASTM D 412

	2/Elongation to Failure Change


	%
	-40 max
	-2.3
	ASTM D 412

	Brittle Point


	(C
	<-62.2
	ASTM D 2147

	3/Volume Change


	%
	+5 max
	-2.0
	ASTM D 471

	Tolerances


	
	AA59588 Table VII


	


Aging Period: 1/ 70 hours @ 150 (C, 2/ 70 hours @ 225 (C, 3/70 hours @ 100 (C water immersion
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